
Max. working temperature/
Temperatură max. de lucru 90˚C

Mounting kit included/
Kit montaj inclus:

Max. working pressure/
Presiune max. de lucru 7 bar

Factory pressure test/ 
Presiune de probă: 10 bar bar

Elements&collectors/ 
Elemenți și colectori:  Ø60x30 mm10
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Piglet
PIGLET, a robust floor-mounted designer radiator, is 
ideal for low window sills, but it can be placed almost 
anywhere. Available in various finishes, including color 
combinations and chrome, PIGLET has efficient heat 
output, and the chrome plated version is a standout 
choice. 

PIGLET, un radiator de design robust montat pe 
podea, este ideal pentru camere cu ferestre mari, insa 
poate fi plasat oriunde. Disponibil în diverse finisaje, 
inclusiv combinații de culori și crom, PIGLET are putere 
termica mare, iar varianta cromată, este o alegere 
remarcabilă.

Code
Cod

Finish
Finisaj

Height 
Înălţime 

 (H)

Length 
Lăţime 

 (L)

No el
Nr ele-
menţi

Weight
Greutate

Volume
Volum

Output / Putere termică (watt)

Δt=30ºC Δt=50ºC Δt=60ºC electric***

mm mm pcs kg l W W W W

PG30N12V9010

RAL9010 white/alb

400 600 12 23,9 16,9 465 1206 1508 1000

PG30N14V9010 400 700 14 27,8 19,6 770 1481 1852 1000

PG30N16V9010 400 800 16 31,6 22,3 926 1781 2226 1500

PG30N18V9010 400 900 18 35,4 25 1094 2104 2630 1500

PG30N12CR

Chrome/cromat

400 600 12 23,9 16,9 483 928 1160 1000

PG30N14CR 400 700 14 27,8 19,6 593 1140 1425 1000

PG30N16CR 400 800 16 31,6 22,3 712 1370 1712 1500

PG30N18CR 400 900 18 35,4 25 842 1618 2023 1500

Hydraulic connections/Conexiuni hidraulice

S3S1 S2

250

40
0

24
0

13
0

G1/2"

G1/2"

G1/2"

G1/2"

580

15 1530 20

60

if it has more than 15 tubes

****** The mentioned code is for hydronic version./Codul menționat este pentru versiunea hidraulică.
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